
● Measuring range 30 mm - 800 mm
● Output 4-20 mA or 0-20 mA or 0-10 V
● Internal electronic circuit
● Stable output signal against supply
   voltage variations
● Best solution for automation systems

Main Applications

Specifications
V 01-0 ro Am 02-0 ro Am 02-4 tuptuO

50,0% ± ; 1,0% ± ; 5,0% ±ytiraeniL
Repeatability ≤ %0.01
Load resistance ≥ 10 Kohm

CDV 03-21egatlov ylppuS
epyt cilordyH ,eloP 4snoitcennoc lacirtcelE

mm 008 ot 03ekorts lacinahceM
Mechanical life 100 * 106 Cycles
Displacement speed ≤ 5 m/s
Rod diameter 6 mm
Rod material Stainless steel

muinimula dezidonAlairetam esaC
Mechanical fixing 2 Ball joints
IP Degree IP 67

 08 + / 02 -erutarepmet gnikroW °C

ELPT 30
ELPT 50
ELPT 100
ELPT 125
ELPT 150
ELPT 175
ELPT 200
ELPT 225
ELPT 250
ELPT 275
ELPT 300
ELPT 325
ELPT 350
ELPT 375
ELPT 400
ELPT 450
ELPT 500
ELPT 550
ELPT 600
ELPT 650
ELPT 700
ELPT 750
ELPT 800 mm 399mm 008mm 208

mm 398mm 007mm 207
mm 349mm 057mm 257

mm 397mm 006mm 206
mm 348mm 056mm 256

mm 396mm 005mm 205
mm 347mm 055mm 255

mm 395mm 004mm 204
mm 346mm 054mm 254

mm 345mm 053mm 253
mm 865mm 573mm 773

mm 394mm 003mm 203
mm 815mm 523mm 723

mm 344mm 052mm 252
mm 864mm 572mm 772

mm 393mm 002mm 202
mm 814mm 522mm 722

mm 343mm 051mm 251
mm 863mm 571mm 771

mm 392mm 001mm 201
mm 813mm 521mm 721

(EMS)
mm 322mm 03mm 23
mm 342mm 05mm 25

                                                                          Model  ELPT

Resistive Linear Position Transducer

Plastic / Metal Injection Moulding Machineries, Textile Machineries, Transfer / Hydraulic Machineries,
Marble / Stone Machineries and General Automation Applications

Dimensions

Model LM Mechanical Stroke (MS) Electrical Measuring Stroke Total Lengt (L)



     

                                                                         Model  ELPT

Mechanical Dimensions

Optional Connection 


