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sensing of height sensing of objects

sensing of distance sensing of continuity

reflection on
the surface

distance proportional
to the flight time

generation and the
emission of sound impulses,
sensing impulses reflected,
measuring the flight time,
processing distance
providing output signal
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– switch on or off (at a required distance to be pre-set by a multi-

turn potentiometer
– analogue (0...5 V or 0...5 mA) values proportional to the distance

measured
– “pulse” output for further processing
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TTYYPPEE 110055––110066110011––110044 330011––330044 330055––330066 880011––880044 880055––880066
Xmin 0.2 m 0.3 m 0.5 mRange Xmax 1 m 3 m 8 m

Ultrasonic frequency 160 kHz 60 kHz 40 kHz
Sonic cone 5° 5° 5°
Switching time < 32 ms – < 95 ms – < 250 ms –
Settling time – 125 ms – 375 ms – 1000 ms
Reproducibility ±0.5% ±2 mm ±0.5% ±6 mm ±0.5% ±5 mm
Linearity – ±8 mm – ±25 mm – ±50 mm
Temp. coefficient 0.03% / °C

Output versions PNP or NPN 105: 0–5V
106: 0–5 mA PNP or NPN 305: 0–5V

306: 0–5 mA PNP or NPN 805: 0–5V
806: 0–5 mA

Output data
– Switching voltage
– Switching current
– Permissible load

max. 30 V DC
max. 120 mA

–

–

105: > 2 kOhm
106: < 300 Ohm

max. 30 V DC
max. 120 mA

–

–

305: > 2 kOhm
306: < 300 Ohm

max. 30 V DC
max. 120 mA

–

–

805: > 2 kOhm
806: < 300 Ohm

Hysteresis 1% – 1% – 1% –
Short circuit & reverse polarity protection Yes
Input power 10.8 V ... 26.4 V DC

At 12 V < 30 mA < 50 mA < 28 mA < 38 mA < 26 mA < 36 mACurrent consumption At 24 V < 32 mA < 65 mA < 32 mA < 58 mA < 32 mA < 55 mA
Enclosure IP 65
Temperature range* –10 ... +60 °C
Housing Brass, nickelplated PP housing
Weight 0.2 kg 0.45 kg 0.85 kg
* Compensation made for changes in sound velocity caused by temperature variations.

* Non Confirm to CE

k = distance pre-set
t = distance measured

88 m
33 m
11 m
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4PNP    (switch on if t>k)
3NPN    (switch on if t>k)
2PNP    (switch on if t<k)
1NPN    (switch on if t<k)
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0...5mA (analogue out.)
50...5V    (analogue out.)

KBuilt-in cable
C*Connector
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Representante exclusivo:

SILGE ELECTRONICA S.A.
Av. Mitre 950-(1602) Florida-Buenos Aires-ARGENTINA

Tel: 4730-1001 FAX : 4760-4950 email:ventas@silge.com.ar
Internet: http://www.silge.com.ar


